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DOMOCOL WHITE

Acrylic tile adhesive of null drift

Properties:
Acrylic tile adnhesive that provides high bond strength and moisture resistance. It is
characterized by null drift and is classified as an adhesive of C1T type in accordance with EN
12004.

Technical Specifications:

Form: Cement mortar

Color: White

Water requirement: 8.30 kg/ bag of 25 kg
Application temperature: From +5°Cto+35°C
Application thickness: Up to 10 mm

Shelf life in a container: At least 2 h.

Open gluing time: At least 20 min.

Trimming time: At least 30 min.

Pointing on wall: After 3-8 h

Pointing on floor: After 24 h.

Drift: < 0.4 mm

Adhesion after:

28 days: = 1.00 N/mm?

Heating at +700C: = 0.55 N/mm?

Immersion in water: = 0.70 N/mm?

25 cycles of frosting — defrosting: = 0.55 N/mm?
Temperature resistance: From -30° C to + 90° C

All measurements were conducted according to EN 12004

Application Method:

Application:

Add the mortar to clean water while stirring, until a uniform mixture is obtained. It is recommended to stir with an electric mixer.
Allow the mixture to mature for about 10 minutes. Spread the adhesive on the application surface by using a notched trowel. Then
place the tiles by pressing the point of the desired location. The surface laid with the adhesive must be immediately covered with
tiles before the superficial fusion can occur. You must wait for at least 20 minutes, from the moment of the mixture laying, before
proceeding to the tiles gluing.

Application Field:

It is suitable for the adhesion of the ceramic wall or floor tiles, both indoors and outdoors. It is recommended for the installation of
tiles from top to bottom because of null drift.

Consumption:

Approximately 2.0 - 5.0 kg/m? depending on the application surface.

Storage:

Store in a dry place protected from moisture, for at least 12 months from the date of manufacture.

Precautions:

The product contains cement and is therefore classified as an irritant. Follow the instructions for safe use and the protection measures
stated on the package.

Packaging:

Bags of 25 kg.




