
QUANTUM COLOR 
SPRAY 
Αcrylic Enamel

QUANTUM COLOR SPRAY is an acrylic fast-drying lacquer for both interior 
and exterior use. It exhibits excellent adhesion on several surfaces such as 
metal, aluminium, various plastics, wood, glass, stone, etc. 

PHYSICAL PROPERTIES
- Fast drying formula
- Excellent resistance to UV
- Excellent adhesion
- High coverage

 TECHNICAL PROPERTIES
 Application temperature: +5 to +35 oC
 Skin-forming time : 5' - 10'
 Tack free time : 10’ – 20’
 Temperature resistance : up to +110 oC
 Coverage : 1,5 to 2 m2

 VOC – content : Approximately 85% w/w
 Solid content : Approximately 15% w/w

APPLICATION INSTRUCTIONS

Preparatory work :
The application surface should be clean, dry and free from dust, grease, loose 
particles, etc. Remove rust, old lacquers and sand the surface. 
Priming : 
In some cases it is recommended to apply a layer of QUANTUM PRIMER which is 
suitable for the surface.

Application of QUANTUM COLOR SPRAY : 
The aerosol can should preferably have a temperature between 15 and 25 oC. 
Shake the can well before use and spray from a distance of 20 – 25 cm with smooth 
and constant movements. Apply the lacquer in several thin layers. Shake the can 
before the application of each layer. After use clean the valve by turning the aerosol 



upside down and spraying for 5 seconds. The drying time depends on the ambient 
temperature and the thickness of the applied layer.  

Packaging : 400 ml aerosol cans, 6 cans per carton box.

Colours : RAL colours : 1007, 1015, 1023, 2002, 2004, 3000, 3003, 3005, 3015, 
3020, 4003, 4005, 5002, 5003, 5010, 5015, 5017, 5018, 6002, 6005, 6010, 6018, 
6024, 7001, 7004, 7005, 7023, 7035, 8003, 8007, 8014, 8017, 9001, 9005, 9010, 
9016. Every other colour on special demand. 

Warning to users
The information contained in this document is given in good faith based on our current 
knowledge. It is only an indication and is in no way binding, particularly as regards 
infringement of or prejudice to third party rights through the use of our products. ELASTOTET 
GUARANTEES THAT ITS PRODUCTS COMPLY WITH ITS SALES SPECIFICATIONS. This 
information must on no account be used as a substitute for necessary prior tests which alone 
can ensure that a product is suitable for a given use. Users are responsible for ensuring 
compliance with local legislation and for obtaining the necessary certifications and 
authorisations. Users are requested to check that they are in possession of the latest version 
of this document and ELASTOTET is at their disposal to supply any additional information.


